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Zone 1,2 & 21,22  
Class I, Divison 1,2 
Class II, Division 1,2

GF3200
Ⅱ2G Ex db ⅡC T6/T5 Gb;

Ⅱ2D Ex tb ⅢC T80℃/T95℃ Db  

Applies to Zone 1,2&21,22, temperature class T1-T6.

Zone 1,2 
& 21,22 IP66

Application:

Oil fields Oil refinery Chemical indusry Military base Offshore oil platform

Ordering code Rated Power LED Quantity Beam Angle Luminous Flux

3200101

3200102

3200103

3200104

3200105

3200106

3200107

3200108

3200109

3200110

80

80

100

100

120

120

150

150

160

160

10000

10000

12500

12500

15000

15000

18750

18750

20000

20000

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens/Reflector

56(LUMILEDS 5050)

56(LUMILEDS 5050)

56(LUMILEDS 5050)

56(LUMILEDS 5050)

70(LUMILEDS 5050)

70(LUMILEDS 5050)

70(LUMILEDS 5050)

70(LUMILEDS 5050)

70(LUMILEDS 5050)

70(LUMILEDS 5050)

Glass Cover

Transparent

Frosted

Transparent

Frosted

Transparent

Frosted

Transparent

Frosted

Transparent

Frosted

RoHSIECEXATEX  

2



www.easiled.com

Zone 1,2 &21,22  
Class I, Divison 1,2 
Class II, Division 1,2

F3100
ExdⅡCT6Gb

Ex tD A21 IP66 T80℃

PCEC
Zone1, 2
&21,22 CE RoHS IP66

PCEC

Applies  to Zone 1,2&21,22, temperature class T1-T6.

75(LUMILEDS)

75(LUMILEDS)

75(LUMILEDS)

75(LUMILEDS)

75(LUMILEDS)

75(LUMILEDS)

90(LUMILEDS)

90(LUMILEDS)

105(LUMILEDS)

105(LUMILEDS)
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PCEC
Zone1, 2
&21,22 CE RoHS IP66

Applies  to Zone 1,2&21,22, temperature class T1-T6.

Zone 1,2 &21,22
Class I, Divison 1,2 
Class II, Division 1,2

MF3000
Ⅱ2G Ex db ⅡC T6 Gb;

Ⅱ2D Ex tb ⅢC T80℃ Db  

Ordering code Rated Power LED Quantity Beam Angle Luminous Flux

3000101

3000102

3000103

3000104

3000105

3000106

3000107

3000108

30

30

40

40

50

50

60

60

3000

3000

4000

4000

5000

5000

6000

6000

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

10°20°30°40°

60°90°120°

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens

Lens/Reflector

45(LUMILEDS)

45(LUMILEDS)

45(LUMILEDS)

45(LUMILEDS)

60(LUMILEDS)

60(LUMILEDS)

60(LUMILEDS)

60(LUMILEDS)

Glass Cover

Transparent

Frosted

Transparent

Frosted

Transparent

Frosted

Transparent

Frosted
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Applies to Zone 1,2&21,22, temperature class T1-T6.

Zone 1,2 
& 21,22 IP66

Zone 1,2 & 21,22 
Class I, Divison 1、2 
Class II, Division 1、2

CPU6620
Ⅱ2G Ex db ⅡB T6/T5 Gb

Ⅱ2D Ex tb ⅢC T80℃/T95℃ Db  

Ordering code Rated Power Beam Angle Luminous Flux

6620001

6620002

6620003

6620004

6620005

6620006

6620007

6620008

6620009

6620010

6620011

6620012

6620013

6620014

6620015

6620016

6620017

6620018

6620019

6620020

80

80

80

80

100

100

100

100

120

120

120

120

150

150

150

150

160

160

160

160

10400

10400

10400

10400

13000

13000

13000

13000

15600

15600

15600

15600

19500

19500

19500

19500

20800

20800

20800

20800

30°

60°

90°

120°

30°

60°

90°

120°

30°

60°

90°

120°

30°

60°

90°

120°

30°

60°

90°

120°

Lens

Lens

Lens

/

Lens

Lens

Lens

/

Lens

Lens

Lens

/

Lens

Lens

Lens

/

Lens

Lens

Lens

/

Lens/ReflectorLED Quantity

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

60(LUMILEDS 5050) 

84(LUMILEDS 5050) 

84(LUMILEDS 5050) 

120(LUMILEDS 5050) 

84(LUMILEDS 5050) 

84(LUMILEDS 5050) 

84(LUMILEDS 5050) 

120(LUMILEDS 5050) 

84(LUMILEDS 5050)

Flood/Projection/StreetFlux

Projection Light

Flood Light

Flood Light

Flood Light

Projection Light

Flood Light

Flood Light

Flood Light

Projection Light

Flood Light

Flood Light

Flood Light

Projection Light

Flood Light

Flood Light

Flood Light

Projection Light

Flood Light

Flood Light

Flood Light

RoHSIECEXATEX  
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Applies to Zone 2 & 22, temperature class T1-T6.

Zone 2 &22
Class I, Division 2   
Class II, Division 2

WPC5100
Ⅱ3G Ex nR 

ⅡC T6 Gc/Ⅱ3D 

Ex tD ⅢC T80℃ Dc

Zone 2
& 22 IP66RoHSIECEXATEX  

Ordering code Rated Power LED Quantity Beam Angle Luminous Flux

5106101

5106102

5106103

5106104

5109101

5109102

5109103

5109104

5112101

5112102

5112103

5112104

10

10

20

20

20

20

40

40

40

40

60

60

60(3030)

60(3030)

120(3030)

120(3030)

180(3030)

180(3030)

270(3030)

270(3030)

240(3030)

240(3030)

360(3030)

360(3030)

1200

1100

2400

2200

2400

2200

4800

4400

4800

4400

7200

6600

100°

100°

115°

115°

115°

115°

115°

115°

115°

115°

115°

115°

/

Frosted PC diffuser

/

Frosted PC diffuser

/

Frosted PC diffuser

/

Frosted PC diffuser

/

Frosted PC diffuser

/

Frosted PC diffuser

Reflector Length(mm)

720

720

720

720

1020

1020

1020

1020

1320

1320

1320

1320
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EASi UK

20-22 Wenlock Road
London, N1 7GU
United Kingdom

T +44 (0) 870 850 7669
F +44 (0) 870 836 2478
E info@easiled.com

www.easiled.com

EASi Ireland

Unit 18, Doora Business Park
Quin Road, Ennis, Co Clare

Ireland

T +353 (0)65 684 1722
F +353 (0)65 684 1808

E info@easiled.com

www.easiled.com

Item no.:OVC-03-2019 Subject to technical alterations
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